
Intelligent
Heating Solutions

Applications
• Building sites, farm buildings, 

factory halls, stock halls, garages 
and warehouses

Devitemp™  

Fan Heaters

Devitemp™ heating fans can be transportable or 
stationary. Used on building sites, in farm buildings, 
factory halls, stock halls, garages and warehouses. 
Devitemp™ are available in two varieties:  Type A from 
2-6 kW and Type B from 10-18 kW.

Devitemp™ heating fans are a portable, high output 
convection fan, designed for commercial and industrial 
applications where a comfortable temperature and 
humidity level is required.

Devitemp™ heating fans can be permanently 
connected and readily relocated.
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Technical Data

Air Volume p/h - Type A 400/650m3

Air Volume p/h - Type B 800/1,400m3

Dimensions - Type A See drawing

Dimensions - Type B See drawing

Delayed action 0 - 24 hours

Thermostat 5°C - 35°C

Output selector Half/Full

Temperature protection 80°C

Moisture proof IP44

Features
• Available in two varieties: Type A 

from 2-6kW and Type B from 10-
18kW

• Electro-galvanised and powder-
enamelled with rust-resistant 
heating element

Devitemp™  

Fan Heaters

Head Office
5/83 Bassett Street Mona Vale
PO Box 707 Mona Vale NSW 1660
Phone 1800 636 091
Fax 02 9997 7852
Email info@devi.com.au
Web www.devi.com.au

Stock Program

Code No. Type Model Voltage Output T dB (A)

69807006

69807105

69807014

69807113

69807022

69807121

A devitemp 402

devitemp 402T

devitemp 403

devitemp 403T

devitemp 406

devitemp 406T

240V

240V

415V

415V

415V

415V

2 kW

2 kW

3 kW

3 kW

6 kW

6 kW

7/11°C

7/11°C

10/14°C

10/14°C

21/28°C

21/28°C

33-42

33-42

33-42

33-42

33-42

33-42

69807030

69807139

69807048

69807147

69807055

69807154

B devitemp 410

devitemp 410T

devitemp 415

devitemp 415T

devitemp 418

devitemp 418T

415V

415V

415V

415V

415V

415V

10 kW

10 kW

15 kW

15 kW

18 kW

18 kW

35/46°C

35/46°C

16/30°C

16/30°C

36/42°C

36/42°C

33-42

33-42

42-52

42-52

42-52

42-52

19400514

19400522

A

B

fittings

fittings

Delivery times to be confirmed - not stocked in Australia.

Security distance at wall-fixing 15° wall-fixing

 A: min 500mm
 B: min 1,000mm

Min 150mm


